
TERMOIGROMETRI PER AMBIENTI

Strumenti utilizzati per il controllo dell’ambiente in riferimento ai 

parametri di temperatura e umidità relativa. Elevata accuratezza, 

facilità d’uso e compattezza ne fanno strumenti ideali per l’utilizzo 

nel comparto produttivo di base, verniciatura, nelle costruzioni e 

laddove sia necessario tenere sotto controllo i parametri ambientali.  

Il modello con misura del “dewpoint” è indicato nella verniciatura, 

mentre il modello con funzione datalogger è idoneo per il monitoraggio 

ambientale e per scaricare i dati.

These devices are used to measure humidity and temperature in the 

surrounding environment. They are chosen for their high accuracy, 

user-friendly interface, and compact size, making them ideal for 

use in industries, painting, construction, and any application where 

monitoring humidity and temperature is necessary. Models equipped 

with a “dewpoint” function are recommended for the painting industry, 

while those featuring a datalogger function are ideal for environmental 

monitoring and data retrieval.

Modello / Model SA6315 SA6314

Standard ISO 8502-4

Tipo di sensore / Sensor type Integrated “Dual” external

Campo di misura
Measuring range

Umidità
Humidity

0 ~ 99% RH 0 ~ 100% RH

Temperatura
Temperature

-20 ~ 60 °C
T1: -20 ~ 60 °C

T2 (K-type)*: -200 ~ 1.370 °C

Risoluzione / Resolution 0,1 0,1 / 1

Accuratezza
Accuracy

Umidità 
Humidity

±	2,5%	RH
(10 ~ 90% RH) 

±	5,0%	RH
(< 10%, > 90% RH)

±	2,5%	RH

Temperatura
Temperature

±	0,8	°C
T1:	±	0,7	°C

T2 (K-type)**:
±	0,3	+	1	°C	(Temp.	<200,	>400	°C)
±	0,5	+	1	°C	(200<	Temp.	<400	°C)

Unità di misura / Measuring units %RH ; °C / °F

Funzioni speciali / Special features
Max/Min ; Hold

Wet bulb ; Dew point
Datalogger ; Hold function ;

Max/Min values ; Relative mode

Memoria / Memory -- 16.000 values

Uscita dati / Data output -- √

Alimentazione / Power supply AA batteries 9 V batteries

Dimensioni / Dimensions 210 x 65 x 43 mm
186 x 64 x 30 mm

Ø 15 x 190 mm (probe)

Peso / Weight 265 g 320 g

•	 Unità centrale
•	 Sonda K SATP01 (solo per SA6314)
•	 Cavo e sof tware (solo per SA6314)
•	 Valiget ta
•	 Manuale d’uso

• Main unit
• SATP01 K probe (only for SA6314)
• Cable and sof tware (only for SA6314)
• Carrying case
• User manual

DOTA ZIONE STANDARD   STANDARD SUPPLY

•	 Cavo e sof tware (non per SA6315)
•	 Cer t i f icato di taratura

• Cable and sof tware (not for SA6315)
• Calibrat ion repor t

ACCESSORI OPZIONALI OP TIONAL ACCESSORIES

(*)   A seconda del modello di sonda collegata / Depending on the type connected probe.
(**)  Non comprende l’errore della sonda tipo K / It does not account for the error of the type K probe.

TEMPERATURE-HUMIDITY METERS
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