
LIQUIDI PENETRANTI E MAGNETICI

Spray penetrante rosso – SALP155 è uno spray penetrante rosso ad alta sensibilità ed elevato contrasto cromatico. 

Conforme ASME BPVC titolo V [2011a]. Livello 2 di sensibilità e basso contenuto in alogeni e solfati secondo la normativa 

UNI EN ISO 3452-2. La classificazione del prodotto secondo la normativa UNI EN ISO 3452-1 è: spray penetrante rosso 

tipo II AC d (spray penetrante a contrasto di colore lavabile con acqua o solvente per il quale è consigliato un rivelatore 

umido, anidro ed a base solvente).

The red penetrating spray SALP155 offers high sensitivity and chromatic contrast.  It conforms to ASME BPVC Section 
V standards and achieves Level 2 sensitivity with low sulfur and halogen content as specified by UNI EN ISO 3452-2. 
According to UNI EN ISO 3452-1 classification, it is categorized as a Type II AC d red penetrating spray.  It provides 
color-contrasting properties and is washable with water or solvent and is suitable for wet, anhydrous, and solvent-based 

detection methods.

Spray rivelatore bianco – SALP164 (alta lavabilità) e SALP166 (alto contrasto) sono spray 

rivelatori bianco a base solvente conforme ASME titolo V rimovibile con acqua o con solvente 

liquido. La classificazione secondo la normativa UNI EN ISO 3452-1 é: spray rivelatore bianco 

forma d (a base solvente non acquoso).

The white penetrating sprays SALP164 (washable) and SALP166 (high-definition) are white 
solvent-based spray detectors that meet ASME Section V standards and can be removed with 

water or liquid solvent. According to UNI EN ISO 3452-1 classification, they are categorized as 
Type d white spray detectors for non-aqueous solvent applications.

Spray solvente & cleaner – SALP153 è uno spray a base di solventi anidri conforme ASME titolo V. La sua miscela è stata 

studiata per essere utilizzata in combinazione sia con i penetranti che con i magnetici della serie SALP. Classificazione 

secondo UNI EN ISO 3452-1: spray solvente anidro non alogenato.

The SALP153 is a solvent-based spray cleaner designed for anhydrous applications and is compliant with ASME Section 
V standards.  It is specifically formulated to be used with the SALP series of magnetic penetrants. According to UNI EN 
ISO 3452-1, the SALP153 is classified as an anhydrous, non-halogenated solvent spray.
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•	 Contenuto di c lorur i, f luorur i e solfat i infer ior i ad 1% w/w
•	 Regolamento (EC)1272/2008: contenuto in benzene 

infer iore 0,1% w/w
•	 Diret t iva 2008/47/CE: aerosol conforme
•	 Ogni fornitura viene corredata del relat ivo cer t i f icato di 

batch

• Content of chlor ides, f luor ides, and sulfates is less than 
1% w/w.

• Regulation (EC) 1272 /2008: Benzene content is below 
0.1% w/w.

• Directive 2008/47/EC: Aerosol compliant.
• A batch cer t i f icate accompanies each order.

   ALTRE  C AR AT TERISTICHE           ADDITIONAL FE ATURES

Spray lacca bianca di contrasto – SALP183 é una lacca bianca spray conforme ASME titolo V che si usa per aumentare 

il contrasto del liquido magnetico nero. Le sue caratteristiche principali sono: rapida asciugatura, alto potere coprente con 

ridottissimo spessore, facile rimozione mediante il solvente & cleaner SALP 153.

White contrast varnish spray - SALP183 is a white spray varnish that meets ASME Section V standards and is designed to 

enhance the contrast of black magnetic liquids.  Its key features include quick drying, high opacity with minimal thickness, 

and easy removal using solvent and cleaner SALP153.

Spray magnetico nero – SALP181 è uno spray magnetico nero conforme ASME titolo V studiato per essere utilizzato 

nei controlli mediante liquidi magnetici (giogo, magnetoscopio, ecc). Inodore, non tossico, contiene polvere di ferro pura 

la cui distribuzione granulometrica è quella consigliata dalla normativa UNI EN ISO 9934-2

The black magnetic spray SALP181 is designed to comply with ASME Section V standards. It is designed to be used in 

inspections using magnetic liquids (yoke, magnetic particle testing, etc.).  This spray is odorless, non-toxic, and contains 

pure metallic powder with particle sizes that conform to UNI EN ISO 9934-2.
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